
   
    

    

 

A B M8x25 C Ø8 DD D Ø8 LL 

1608LHP2000 1608AG200 L0 4x 4x 4x 4x 100 Kg 13 Kg 87 Kg 15’ 

1608LAP2000 1608AG200 L1 4x 4x 4x 4x 100 Kg 14 Kg 86 Kg 15’ 

1608LEP2000 1608EG200 L2 6x 6x 6x 6x 100 Kg 18 Kg 82 Kg 20’ 

1608LAB1000 1608AG200 L0 / L1 / L2 4x 4x 4x 4x 77 Kg 3 Kg 74 Kg 15’ 

1608LHP2000/LAP2000/LEP2000 

1608LAB1000 

1608HP2000G/AP2000G/EP2000G 

 

NM 1608-AC / ALU  

NTMG-035—Ind 1-D—29/10/2020 

1x 13  

MAX MAX 

1608HP2000G 1608AG200 L0 4x 4x 4x 4x 100 Kg 23 Kg 77 Kg 15’ 

1608AP2000G 1608AG200 L1 4x 4x 4x 4x 100 Kg 24 Kg 76 Kg 15’ 

1608EP2000G 1608EG200 L2 6x 6x 6x 6x 100 Kg 29 Kg 71 Kg 20’ 

 

1608EP2000G 

1608HP2000G   

1608AP2000G 

2 

1 4x : 1608LHP2000/LAP2000 - 1608LEB1000 

       1608HP2000G/AP2000G 

6x : 1608LEP2000 / 1608EP2000G 

1608LEP2000 

1608LHP2000 

1608LAP2000 

1608LAB1000 3 




